

















Silver Eclipse 7
* RCA Intferconnect

Eclipse 7

* RCA Intferconnect

* Balanced Interconnect
* Tonearm
DESIGN Quad DNA HELIX
SIGNAL CONDUCTORS Qty: 4 (48 strands) Gauge: 19AWG | 0.65 sq. mm
CONDUCTOR MATERIAL OCC Copper
INSULATION Composilex 2
PLUG CONTACTS Silver-clad OFC
NOTE ECI (RCA to RCA); EBI (XLR to XLR); ECT (Tonearm)

* Balanced Interconnect
* Tonearm :
DESIGN Quad DNA HELIX
SIGNAL CONDUCTORS Qty: 4 (48 strands) Gauge: 19AWG | 0.65 sg. mm
CONDUCTOR MATERIAL OCC Silver-clad Copper
INSULATION Composilex 2
PLUG CONTACTS Silver-clad OFC
NOTE SEI (RCA to RCA); SBI (XLR to XLR); SET (Tonearm)

Equinox 7

* RCA Interconnect

* Balanced Interconnect

* Subwoofer X
DESIGN Quad DNA HELIX
SIGNAL CONDUCTORS Qty: 4 (40 strands) Gauge: 21AWG | 0.4 sq. mm
CONDUCTOR MATERIAL OCC Copper
INSULATION Composilex 2
PLUG CONTACTS Silver-clad OFC
NOTE EQI (RCA to RCA); QBI (XLR to XLR); ESM (Subwoofer)
Oasis 7

* RCA Intferconnect

* Balanced Interconnect
* Subwoofer \
DESIGN Quad DNA HELIX
SIGNAL CONDUCTORS Qty: 4 (40 strands) Gauge: 21AWG | 0.4 sgq. mm
CONDUCTOR MATERIAL Oxygen-Free Copper
INSULATION Composilex 2
PLUG CONTACTS Silver-clad OFC
NOTE OAIl (RCA to RCA); OBI (XLR to XLR); OSM (Subwoofer)




Solstice 7
* RCA Interconnect
* Subwoofer
* Tonearm

DESIGN Dual DNA HELIX

SIGNAL CONDUCTORS Qty: 2 (20 strands) Gauge: 24AWG | 0.2 sq. mm
CONDUCTOR MATERIAL Silver-plated Oxygen-Free Copper
INSULATION Composilex 2

PLUG CONTACTS Silver + gold plated

NOTE SOI (RCA to RCA); SOM (Subwoofer); SOT (Tonearm)

Luna 7
* RCA Interconnect
* Subwoofer

DESIGN Dual DNA HELIX
SIGNAL CONDUCTORS Qty: 2 (20 strands) Gauge: 24AWG | 0.2 sgq. mm
CONDUCTOR MATERIAL Oxygen-Free Copper
INSULATION Composilex 2

PLUG CONTACTS Silver + gold plated

NOTE LUI (RCA to RCA); LSM (Subwoofer)

Platinum Eclipse 7
Speaker Cable

DESIGN Octo DNA HELIX

SIGNAL CONDUCTORS Qty: 8 (144 strands)
GAUGE 9AWG | 6 sg. mm

CONDUCTOR MATERIAL OCC® Solid Silver
INSULATION Composilex 2

PLUG CONTACTS Silver-clad Uni-Term
NOTE PES (Standard); PEB (Biwired)

Gold Eclipse 7
Speaker Cable

DESIGN Octo DNA HELIX

SIGNAL CONDUCTORS Qty: 8 (96 strands)
GAUGE 11AWG | 4 sgq. mm

CONDUCTOR MATERIAL Solid Silver
INSULATION Composilex 2

PLUG CONTACTS Silver-clad Uni-Term
NOTE GES (Standard); GEB (Biwired)




Silver Eclipse 7
Speaker Cable

DESIGN Octo DNA HELIX

SIGNAL CONDUCTORS Qty: 8 (96 strands)
GAUGE 10AWG | 4.8 sq. mm
CONDUCTOR MATERIAL OCC Silver-clad Copper
INSULATION Composilex 2

PLUG CONTACTS Silver-clad Uni-Term
NOTE SES (Standard); SEB (Biwired)
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Eclipse 7
Speaker Cable

DESIGN Octo DNA HELIX

SIGNAL CONDUCTORS Qty: 8 (96 strands)
GAUGE 10AWG | 4.8 sq. mm
CONDUCTOR MATERIAL OCC Copper
INSULATION Composilex 2

PLUG CONTACTS Silver-clad Uni-Term
NOTE ECS (Standard); ECB (Biwired)

Mini-Eclipse 7
Speaker Cable

DESIGN Quad DNA HELIX

SIGNAL CONDUCTORS Qty: 4 (40 strands)
GAUGE 14AWG | 2 sg. mm

CONDUCTOR MATERIAL OCC Copper
INSULATION Composilex 2

PLUG CONTACTS Silver-clad Uni-Term
NOTE MES (Standard); MEB (Biwired)

Equinox 7 Speaker Cable

DESIGN Quad DNA HELIX

SIGNAL CONDUCTORS Qty: 4 (72 strands)
GAUGE 12AWG | 3.6 sg. mm
CONDUCTOR MATERIAL OCC Copper
INSULATION Composilex 2

PLUG CONTACTS Silver-clad Uni-Term
NOTE EQS (Standard); EQB (Biwired)

Oasis 7 Speaker Cable

DESIGN Quad DNA HELIX

SIGNAL CONDUCTORS Qty: 4 (72 strands)
GAUGE 12AWG | 3.6 sgq. mm

CONDUCTOR MATERIAL Oxygen-Free Copper
INSULATION Composilex 2

PLUG CONTACTS Silver-clad Uni-Term

NOTE OAS (Standard); OAB (Biwired)




Solstice 7 Speaker Cable /

DESIGN Quad DNA HELIX 4 '
SIGNAL CONDUCTORS Qty: 4 (40 strands) ' f

GAUGE 13AWG | 25sg.mm

CONDUCTOR MATERIAL Oxygen-Free Copper
INSULATION Composilex 2

PLUG CONTACTS Silver + Gold plated Uni-Term 2 coeoe cosee
NOTE SOS (Standard); SOB (Biwired)

Luna 7 Speaker Cable '

DESIGN Quad DNA HELIX

SIGNAL CONDUCTORS Qty: 4 (40 strands)
GAUGE 14AWG | 2 sg.mm

CONDUCTOR MATERIAL Oxygen-Free Copper
INSULATION Composilex 2

PLUG CONTACTS Silver + Gold plated Uni-Term
NOTE SLUS (Standard); LUB (Biwired)

Stream 7 Speaker Cable

DESIGN Quad DNA HELIX

SIGNAL CONDUCTORS Qty: 4 (40 strands)
GAUGE 14AWG | 2 sg. mm

CONDUCTOR MATERIAL Oxygen-Free Copper
INSULATION Composilex 2

PLUG CONTACTS Silver + Gold plated Uni-Term
NOTE SLUS (Standard); LUB (Biwired)
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